Barcode driver set up instruction

1. Take Windows 7 system as example, Enter the device and found in the printer
has been installed driver name, then right-click properties to choose “Printer
properties” . As below:

(Jke)hl = » Control Panel » Herdware and Sound » Devices and Printers ~ [ 42 ||| search Devices and printers 2|
Addadevice  Addaprinter  Seewhat'sprinting  Print server properties  Remove device =2 @
Windows can display enhanced device icons and information from the Internet. Click to change... =3

4 Devices (4)

N BP<

Generic Non-PnP IXAF-PC VMware Vittual  VMware, VMware

Monitor USB Mouse Virtual S SCSI
Disk Device

4 Printers and Faxes (3)

See what's printing

v Setas default printer
Printing preferences

.

3nStar-LPT005 Create shortcut

Troubleshoot

Remove device

" Properties

Model: 3nStar-LPT005
g Category: Printer

Status: 0 document(s) in queue

2.Choose “General” —> “ Preferences...” ,As below:

‘= 3nStar-LPTO05 Properties . - J
: I
l Fonts | Tools | About
General | Shaing | Pots | Advanced | Color Management | Securty
ﬁ 3nStar-LPT005
Location:
Comment:
Model: 3nStar-LPT005
Features
Color: No Paper available:
Double-sided: No -
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi o
I Preferences... I [ Print Test Page ]

o) (e [ oy ][ Feb ]




3. After choosing

“Page Setup” —>Click” Edit...”

for label size setup,

Also can create new label size if needed. As below:

Page Setup | Graphics | Stock | Options | About |
Stock
Name: [USER (3.00inx 4.00in) v
[ New. || Edt. || Deete. |
Preview Orientation Effects |
@ Portrait [ Mirror Image |
ALE @ Landscape ["] Negative |
LI ":) Pon'ait 1803 '
(7) Landscape 180°
Preset |
Name: [(Defadt Settings> v] [ Manage... ] |
| AdvancedOptions... | | |
@ 2003-2015 Seagull Scientffic, Inc.,
Authors of the BarTender® Iabel software.
) o) [ Ao ] (i)

4.Edit the label size, height, left and right width of label paper.

As below:

(2
Edit Stock

Stock
Name: |USER

&)

Twe:  DieCut Labels -

Preview

Label Size
Width:

3.00in Height 4.00in
Exposed L,'f_ Widths
Left: 0.05in

Right: 0.05in

s




5. Choose” Stock” to set the “Method” ,” Type”

As below:

| Page Setup | Graphics | Stock |Options | About |

“Post-Print Action” setting.

Media Settinas

Method: |Use Cument Printer Setting v

Type: [Use Cument Printer Setting -

Media Handling

|Post-Prirrt Action: [Tearoﬁ

zl

[Nter Every Page

Interval: \:’

Position Adjustments
Use Cument Printer Settings

L]

Vertical Offset:

)
Feed Offset: 0.00in I

| Page Setup | Graphics | Stock | Options | About |

Media Settinas
Method: v|

Labels With Gaps
Labels With Marks
Media Handlinf Continuous

Post-Print Action: [Teaaf

[Nter Every Page

Decurrence:

Interval: l I

Position Adjustments
Use Cument Printer Settings

L]

Vertical Offset:

Feed Offset: 0.00in




| Page Setup | Graphics | Stock | Options | About |
Media Settinas

Method: | Use Current Printer Setting |
Type: |Use Current Printer Sefting v |

Media Handling
Post-Print Action:

Use Cument Printer Settings
None

Occurrence:

Interval:

Position Adjustments l
Use Cument Printer Settings

Vertical Offset:

6.Click “Options” -> to set print speed /Darkness.
5 grades of print speed supported:
2in/sec. 3in/sec. 4in/sec. 5in/sec. 6in/sec, (Choose 6in/sec as the maximum
printing speed).
Default darkness is 7, It has 1-15 grades. (Grade 15 is the highest).

(0 3nStar-LPTO0S Printing Preferences

| Page Setup | Graphics | Stock | Options | About |
Printer Options
Use Cument Printer Settings

Print Speed:

Darkness:

Graphics Format
Direct to Buffer: [Momdlc V]

Stored Graphics: [Automa»c v]




